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NOTE:

NON-STAINLESS STEEL ITEMS

SHALL BE COATED TO MATCH

BRACKET / MAST ARM.

DEVICE

DAMPENER

CONNECTION

BRACKET 

ASSEMBLY

MAST ARM

#1 S.S. POLISHED BOW

TIE CHAIN x 6"-0" LONG

1/2" DIA GALVANIZED U-BOLT (TYP.)

GALVANIZED OR

DAMPENER

WEIGHT 38.7 LBS.

2" SCH 40 PIPE

STAINLESS STEEL 

BRACKET ARM / MAST ARM

STAINLESS STEEL LOCK

WASHERS AND LOCK NUT

ALUMINUM ALLOY

BRACKET ASSEMBLY

DAMPENER

5 LB WEIGHT

STAINLESS STEEL U-BOLT

5/16" DIAMETER AND SIZED

TO MATCH BRACKET ARM

OR MAST ARM.

MOUNTED ON CAMERA

BRACKET ARM

(PERPENDICULAR TO ARM)

MOUNTED ON MAST ARM

(ALIGNED WITH ARM)

STRANDED CABLE

GALVANIZED OR

STAINLESS STEEL 

(CAST IRON)

(CAST IRON)

ASTM A36

STANDOFF

STRANDED CABLE


