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(N) STEEL AWNING

(N) STEEL TIE BACK

(E) BRICK FACADE

(E) FIELD STONE
FOUNDATION

(N) CONCRETE
WALK
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STEEL CANOPY - DETAIL REF

CONC. STEPS - DETAIL REF FEATHER REED GRASS WALL SCONCE COMPOSITE DECK

STEEL SIGNAGE - DETAIL REF



700 Custom Series
Relplacement Windows

Single Hung

Trends 700 Custom Series by Vinylmax combines high

quality features with industry-leading value for any home.  

With an attractive beveled frame design curb 

appeal is assured.  Great thermal performance, 

lifestyle-friendly features like low maintenance exterior 

and a tilt-in sash,  are all protected by a lifetime warranty.



S I N G L E   H U N G    F E A T U R E S

700 Custom Series
Replacement Windows

O P T I O N A L    F E A T U R E S

Color Matched Material

Flat, Georgian

Grid Patterns

Colonial, Prairie
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Pencil grids

Brass, Pewter

2921 McBride Ct Hamilton, OH 45011

Toll Free in the USA 1-800-847-3736

www.vinylmax.com
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3 Lite Sliders2 Lite Slider

Fixed Geometrics Patio Door

Multi-Chambered 2-7/8” beveled fusion welded PVC

frame and sash provide lasting, low-maintenance beauty. 

Sloped sill efficiently diverts water away from the interior.

3/4” Intercept warm-edge insulating glass is the 

foundation of thermal performance and comfort.

Optional IntelliGlass Low E glass with Argon gas fill

heightens energy efficiency.

Stainless steel constant force balance system and

metal on metal pivot bar system keeps the sash aligned

and moves with minimal force.

Recessed tilt latches release the sash for trouble-free

cleaning of both sides of the glass.

BioMaxx composite sweep locks are lead free and  nest

securely into the tamperproof retainer.

Integral extruded lift rail will never pull loose for assured

confidence in operation and function.

Steel reinforced lock rail adds extra stability and structure

to the multi-chambered vinyl

Full overlap interlock and mylar fin synthetic weather-

stripping at meeting rail keep out drafts.

Included half screen features BetterVue mesh.

Non-Prorated Limited Lifetime Warranty covers vinyl,

glass, screens and hardware for as long as you live in your

home and is transferrable.

TC700-5/16-10M
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Product Features

4600
Double Hung

• 3 1⁄4” Frame with beveled exterior

• Maintenance-free multi-chambered
fusion welded vinyl

• IdeaSealTM triple protection integral
interlock with compression seal and
weatherstripping

• Dual function partitioned Sloped Sill

• Cove crafted interior sash profiles

•    Triple weatherstripping on sashes

• Integral lift rails

• Bio-Maxx lead-free composite
locks and keepers

• Flush mount tilt latches 

• Double vent latches

• Concealed sash stop system

• Stainless steel constant force balances

• Metal drop in pivot cam

• Full balance covers

• Optional IntelliGlass high-performance
glass.

• Aluminum screen frame

• BetterVue screen mesh

• Double (3⁄4”) or triple (1-1⁄8”) pane glass

• Tape glazed

• Intercept spacer system

• Limited Lifetime Warranty

• White or Tan Vinyl (other colors below)

Optional Features

• Sentry System hardware including
Dual-Action Tilt/Lock & Forced Entry
Resistant Night Locks

• WOCD field applied “angel locks”

• 1-5⁄8” Integral nail fin with 1” setback

• SuperSpacerÒ insulated glass

• Tempered and STC rated glass

• NeoPorÒ Foam filled frame

• Heavy Duty or Full Screen            

•    Classic Oak Interior Laminate on white

• Tan, Clay or Bronze Exterior Laminate on

white

• Seven Decorator Exterior Finishes

• Interior & Exterior SDL packages

Width   Height              UI* 

Minimum 14”                    23 3⁄4”           38   

Maximum 52”                   104             132                              

MAXIMUM TRIPLE PANE SIZE  50”width x 80” height

*United Inches = Width + Height

Vinylmax pro-
actively sources
90% domestic
content for
every Edison
Window.

Size Limits
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Thermal Performance  NFRC      

(no grids) U-value    SHGC      VT      CR

IntelliGlass 7138 LE/Argon .28 .39        .56       58

IntelliGlass X 6331 Solar LE/Argon .28 .21        .49       49

IntelliGlass Plus Triple LE/Argon .20 .27        .44       68

IntelliGlass Supreme Triple LE/Krypton .18 .27        .44       68 

IntelliGlass X3 6227 Triple Solar LE/Argon .24 .21        .45       68

Structural Performance  (40” X 63” no reinforcement)

Air Infiltration@ 25 MPH    .12 cfm/ft2

Water Penetration 7.5 PSF        

Design Pressure 45 PSF   

Equivalent Wind 164 MPH       

STRUCTURAL RATING:    R-PG45 with SS glass

R-PG50 with DS glass
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     Steel Exterior Door 

Energy Saver Glass Designs 
 

Product Detail Sheets 
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ES-684 2-Pnl with ½ View 

2’-8” x 6’-8” .....pg. 4 

3’-0” x 6’-8”  

 

 

 

ES-686 Full View 

2’-8” x 6’-8” .....pg. 5 

3’-0” x 6’-8”  

 

 

 

ES-687 Full View 

2’-6” x 6’-8” .....pg. 6 

 

 

 

 

 

ES-919 Full Oval View 

2’-8” x 6’-8” .....pg. 7 
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ES8-496 Full View 8’  
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WOOD EDGE
STEEL EDGE

EDGE SKIN STICKING LOCK BLOCK CORE STILES / TOP RAIL

WOOD (STD)

BRIGHT WHITE 

PRIMED GALVANIZED 

STEEL

BEADED

12" (STD) 18" 

(OPTIONAL) 

WOOD or EPS

EXPANDED 

POLYSTYRENE
1" LVL (STD)

STEEL 

(OPTIONAL)

BRIGHT WHITE 

PRIMED GALVANIZED 

STEEL

BEADED

12" (STD) 18" 

(OPTIONAL) 

WOOD or EPS

EXPANDED 

POLYSTYRENE
1 7/32" METAL STILE (STD)

WOOD (STD)

BRIGHT WHITE 

PRIMED GALVANIZED 

STEEL

OVOLO

12" (STD) 18" 

(OPTIONAL) 

WOOD or EPS

EXPANDED 

POLYSTYRENE
1" LVL (STD)

STEEL 

(OPTIONAL)

BRIGHT WHITE 

PRIMED GALVANIZED 

STEEL

OVOLO

12" (STD) 18" 

(OPTIONAL) 

WOOD or EPS

EXPANDED 

POLYSTYRENE
1 7/32" METAL STILE (STD)

GLADIATOR® WOOD (STD)

CREAM COLOR 

PRIMED GALVANIZED 

STEEL

OVOLO

12" FOAM (STD) 

WOOD 

(OPTIONAL)

EXPANDED 

POLYSTYRENE
1" LVL (STD)

FINISHIELD® WOOD (STD)

PRIMED GALVANIZED 

STEEL with 7-MIL OAK 

WOODGRAIN WHITE 

TEXTURED VINYL

OVOLO

12" FOAM (STD) 

WOOD 

(OPTIONAL)

EXPANDED 

POLYSTYRENE
1" LVL (STD)

ENERGY 

SAVER®

CONTOURS™
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2/6/2012
CREATION DATE:

TITLE:

STEEL DOOR CONSTRUCTION DETAILS

3737 Lakeport Blvd.
Klamath Falls, OR 97601
Phone: (800) 441-3884

DESCRIPTION:

REV. DATE:

STANDARD NON-FIRE DOOR OPTIONS
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EXTERIOR OF SKININTERIOR OF SKIN

EPS CORE

NAIL

DOOR SKIN

DOOR SKI

STEEL BOTTOM RAIL

WOOD STILE METAL STILE

WOOD INSERT

DOOR SKIN

STEEL BOTTOM RAIL

EPS CORE

DOOR SKIN

NAIL

1ST PRIMER

2ND PRIMER

GALVANIZING

STEEL

GALVANIZING

EPOXY PRIMER
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SECTION A-A

LOCK BLOCK

DETAIL

LOCK BLOCK LOCATION

DOOR SKIN AND GLASS REMOVED

2/7/2012

CREATION DATE:

TITLE:

STEEL ENERGY SAVER EXTERIOR DOOR

3737 Lakeport Blvd.

Klamath Falls, OR 97601

Phone: (800) 441-3884

DESCRIPTION:

REV. DATE:

ES-686 FULL VIEW 6'-8"

 3'-0", 2'-8"

DLO = 9.1 SQ FT
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A

A

DIMENSION TABLE

DOOR SIZE "A" "B" "C"

2'-8" x 6'-8"

31 3/4"

23"

4 3/8"

3'-0" x 6'-8"

35 3/4"

23"

6 3/8"

11 7/8

3 1/8

LOCK BLOCK

36

1 TYP

1 3/4

"A"

79

"B""C" "C"

5 1/8

65

8 7/8
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