
1.5 1‐6 1‐6 Change

1.5 1‐9, 10 1‐9, 10 Change

2.1 2‐5 2‐5 Change

4.3.2 4‐6 4‐6 Change

4.4.2 4‐11 4‐11 Change

4.4.2 4‐13 4‐13 Change

6.1.4.1 6‐2 6‐2 Change

12.7 12‐22 12‐22 Change

13.6.1 13‐11 13‐11 Change

13.7.4 13‐13 13‐13 Change

13.8.1 13‐14 13‐14 Change

15.1.2 15‐2 15‐2 Change

15.3 15‐33 15‐33 Change

15.3 15‐34 15‐34 Change

Fig. 2.2 Traffic Signal Wiring Diagram Legend modified by removing 

items that pertained only to Grounding and Bonding Diagram 

Legend. Fig 2.3 Grounding and Bonding Diagram Legend was added 

with these items included.

Section Title and Revision DescriptionChapter/S

ection
Page New Page

Revision Involves:

Type *

*Change ‐ adding new information or revising existing information, more than an editorial change; New ‐adding a 

new drawing; Deletion ‐ deleting a drawing; Editorial ‐ revising text to provide clarification, updating references, 

correcting a typing or drawing mistake, simple editorial changes such as rephrasing a statement or making a 

format change. 

Chapter 1: General

Updated to reflect the City changing to a 3‐Stage submittal process 

for design projects.

Inserted new Submittal Checklists for Stage 1, 2 and 3. These 

replace the old checklists for LG&T and F&OC.

Chapter 2: Plan Preparation

Clarified our intentions in regards to conduit bank cross sections. 

The purpose of these is to show the amount and layout of the 

conduit, as well as, illustrating the contents of each  of the conduits 

within the bank.

Chapter 4: Supports and Foundations

Added language to clarify clear zone measurement.

Updated Fig. 4.2 to include a column for Push Button Signs.

Updated Fig. 4.4 to include a column for Push Button Signs.

Chapter 6: Pedestrian Features

Language instructing to paint just the back of the pedestrian signal 

head housing removed.

Chapter 12: Interconnect

Installation of a 48" pull box adjacent to a fiber termination cabinet 

changed from a should to a shall.

Chapter 13: Underground Facilities

Modified language to clarify the meaning of horizontal deflection in 

conduit. Horizontal deflection should be 1' of horizontal deflection 

for every 10' of conduit run.

Language modified from should to shall for 48" pull boxes placed at 

the bulleted locations. A 48" pull box needs to be placed, when 

feasible, if it meets the listed criteria.

Chapter 15: Timing/Phasing

Lengthened "W" variable in equation 15.2 to include some 

additional length between the far traveled edge and the far 

crosswalk line.

Phasing Diagram and Field Wiring Hookup modified to reflect 

current City of Columbus installation specs.

Phasing Diagram and Field Wiring Hookup modified to reflect 

current City of Columbus installation specs.
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SCD 4001 ‐ ‐ Change

SCD 4106 ‐ ‐ Editorial

SCD 4110 ‐ ‐ Change

SCD 4161 ‐ ‐ Change

SCD 4200 ‐ ‐ New

SCD 4201 ‐ ‐ New

SCD 4230 ‐ ‐ Change
Added a sign and detail for locations that have push buttons but do 

not have a pedestrian signal head installed.

Standard Construction Drawings

Added text to title block within each page to differentiate between 

encased conduit vs encased conduit bank.

Base dimension corrected.

Removed language referring to a stainless steel bracket arm. The 

City of Columbus does not have a standard for these at this time.

Added a dimension for the amount of anchor bolt to be extended 

into the sidewalk section.

Vehicular signal head pole mounting standard.

Overhead Signal Attachments detail drawing for mast arm.
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